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Part One   Introduction
Artificial intelligence has many applications in the field of transportation, and intelligent transportation has become an inevitable trend in the development of urban transportation. The signal control system has long existed at various intersections, so as to make the green light time of intersection signals more effective and to alleviate traffic congestion more effectively. 
This plugin proposes a smart information feedback prompt plugged in on the UC Win\Road platform. When the function is given to the vehicle, the driver uses the on-board reminder to drive at the recommended speed to achieve the purpose of shortening the number of parking and waiting time. Practical features of UC Win\Road.
Part Two   User Guide
1.Setting Runtime Environment
Windows 8 or later
UC-win/Road Ultimate ver.13
Delphi 13
2. Copy “NSPPlugin”to the directory“UC-winRoad Data 13.0/Plugins”
3. Open UC-winRoad 13.0
4. Click menu“File -> License Manager -> User Plugins”.
Make sure the plugin having been chosen, then click the button “Authenticate and Close”.
5.Choose one scene
  You can either start to create a new project or use the saved roads, as it shown in Figure 1. If you choose to create a new project, you should build the scene first.
6.Load-on the Plugin
  Click menu SDK Plug-in, Click the button NSPPlugin.
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Figure 1
7.At the begin of each intersection, you can drive any speed you want, , as it shown in Figure 2.
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Figure 2
8. When the current speed is lower than the suggest speed, the color of the words should be red and large, as it shown in Figure 3. And you should make your speed up, then the color of the words should be green and normal.
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Figure 3
9. When the current speed is higher than the suggest speed, the color of the words should be red and large, as it shown in Figure 4. And you should make your speed down, then the color of the words should be green and normal.
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Figure 4
10. When the current speed is in the suggest speed interval, the color of the words should be green and normal, as it shown in Figure 5.
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Figure 5
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